Lemoyne Borough Wastewater Report
May 1, 2025

Reporting Month: March 2025

Monthly EDMR submitted: April 23,2025

Quarterly EDMR submitted: February 13, 2025

Annual EDMR submitted: November 20, 2024

Semi-Annual calibrations: April 16, 2025

Annual Backflow testing: September 17, 2024

Biosolids: 4 loads, 58.93 Wet tons, 12.09 Dry tons, 20.5 Avg % solids
PA1Calls: 49 Regular, 4 Emergency

Website Report an Issue: 0 Sanitary Sewer, 1 Stormwater

Monthly Actions / Meetings / Projects:

PennDOT: Ongoing

RETTEW: Sanitary & Storm Sewer repair oversight, Grit System

WWTP: Sewer lateral repair inspections, Rebuilt check valves at Northside Station pump #2. Sanitary Sewer spill at Northside
Station due to a broken force main pipe inside the station. Emergency backup pump onsite for 4 days until piping could get fixed. DEP
notified of the incident. 1 Clarifier out of service, awaiting parts to repair. Septic Inspection. Septic Inspection Recertification- Bob.
Coordinating utility water pump replacement. Hosted Summit Search and Rescue Bloodhound Training inside plant.

Farhat Excavating: Ongoing inspections of Storm Sewer Repairs. Westwind Dr. Storm repairs

Stormwater: Remove vegetation, soil, rocks and debris from rain gardens/bump-outs. Maintenance staff installing block and

amended soil before new plantings can go in. Cleaning and inspections of catch basins after rain events.

January 2025 Data Summary

Parameter Max Min Avg Permit Limit
Flow (mgd) 353 .248 279 N/A
CBODS5 (mg/l) 2.3 <2.0 <2.1 25 avg / 50 max
TSS (mg/l) 6.0 <4.0 <4.4 30 avg / 60 max
Phosphorus (mg/l) 0.42 0.22 0.3 2.0 avg / 4.0 max
Ammonia (mg/l) 0.22 <0.1 <0.12 Report
Zinc (mg/1) 0.154 0.154 0.154 Report
E.Coli (MPN/100mL) 4.0 4.0 4.0 Report
Fecal Coliform (cfu) 6 2 4 2,000 geo mean / 10,000 max
UV Intensity (uw/cm?2) 312.7 151.9 269.0 Report
pH (S.U) 8.01 7.39 N/A 6.0 to 9.0
Dissolved Oxygen (mg/1) 10.96 9.94 10.39 >5.0

Robert Oakes: Wastewater Superintendent / Sewage Enforcement Officer



